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Aluminyum
Aluminium

Pirinç
Brass

Çelik
Steel 

ENCOTHERM manufactures custom 
design controlled atmosphere 
continuous brazing and P/M sintering 
furnaces for metal industry. Components 
are placed automatically or manually on 
the electronic speed controlled conveyor 
belt. PLC and thyristor controlled 
heating zones temperatures can be 
set at different levels. Gas-tight muffle 
and retord are made from stainless 
steel. The cooling zone is automatically 
controlled indirect water cooled. 

Controlled Atmosphere

Conveyor Furnaces

Tip
Type

Sıcaklık
Temperature

(max)

Kurulu Güç
Installed Power

Muffl Boyutları
Muffle Dimensions

(mm)

Dış Boyutlar
Outer Dimensions (mm)

X Y Z L H

CBF-40 1.200 0C 36 + 14 kW W 200 x D 2.500 x H 120 5.300 2.200 5.000 12.500 2.100

CBF-60 1.200 0C 54 + 20 kW W 240 x D 3.300 x H 150 6.400 3.000 6.000 15.400 2.200

Teknik Özellikler/Technical Specifications CBF Serisi/CBF Series

ENCOTHERM müşteriye özel atmosfer 
kontrollü kontinü sert lehim ve sinter 
fırınları üretmektedir. Ürünler elektronik 
hız kontrollü bant üzerine otomatik veya 
manuel olarak yüklenebilir. PLC ve tristör 
kontrollü ısıtma bölgesi işlem sıcaklıkları 
farklı değerlere set edilebilir. Fırın muffle 
ve gaz jenerator retordu sızdırmaz 
kaynaklı paslanmaz çeliktir. Soğutma 
bölgesi otomatik kontrollü indirekt su 
soğutmalıdır. 
 

Konveyor Fırınlar
Atmosfer Kontrollü
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